CASSANDRA 2,4 x 1,8 (with roof elements)
Assembly instruction

540 2 18

1 540

3a| + | 3 2x 90 116




CASSANDRA 24x 1,8 (with roof elements)
Assembly instruction

2/8

4,5x 80 28

5|4a 4| 5 5 40 x 40 x 40 5

6a | 6b | + base 3,5x40 30




CASSANDRA 24x1,8 (with roof elements)
Assembly instruction

3/8

10a| + |10b| + |10b| + | 10a 45 x 80 16
10a 10b 10a 10b

5x 120 8
10a 10b 10a 10c

17/2

4,5x 80 6

17/1| + [17/3| + [17/3| + |[17/2 3,5x 50 4

3,5x 30 4




CASSANDRA 2,4x 1,8 (with roof elements)
Assembly instruction

4/8

40 x 40 x 40 8
3,5x40 48

13h

13b




a

3

13b

Assembly instruction

CASSANDRA 24x 1,8 (with roof elements)
13e

Y
(2]
-

13e

58

3,5x40

24

6

5x 120
4.5 x 80

12a | 12b | 12c




CASSANDRA 24x 1,8 (with roof elements)
Assembly instruction

12a

6/8

18

11b| + |1lb |(11d) 3,5x 35 4
11a] + |11a 20x 80x 2 2
35x16 8
3,5x 16 24
40 x 40 x 20 4

+ [12b| + | 12c
(front and side 3,5x 50 14
(back 4 x 60 6




15/1

CASSANDRA 24x 1,8 (with roof elements)

Assembly instruction

+ |15/2

H
N

:
=
2

+ | 14b

7/8
1512
4 x 60 14

14b

3,5x40 16




CASSANDRA 2,4 x 1,8 (with roof elements)
Assembly instruction

8/8

For fixing the detent Zur Bestatigung der Raste 3,5x40 4




