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Preparing the wall panel for installation of the multi-function control system  
For installation of the control unit,  
the opening height in the wall panel  
must be 10 cm.  
To attain this height, push the loose  
sheathing board and the plastic pipes  
upward and out and shorten the  
board and pipes accordingly.  

NOTE: It is absolutely necessary  
that this be carried out  BEFORE 
the wall panel is set up. 

R1-R5: These serve as assembly tubing 
for the mains connection electric cable,  
the sauna lamp and the sauna furnace  
ending at the control unit. 

R1 + R4: for running cable from oven  
control system module to the  
sauna oven 

R2: for running cable from oven  
control system modul  to the  
control unit 

   
  R3 + R5: reserve 





Vorbereitung des Wandelementes zur Montage der Multifunktions – Steuerung

Zur Montage der Bedieneinheit muss die  Öff-
nungshöhe im Wandelement 10 cm betragen.  
Dazu schieben Sie das bewegliche Profilbrett und  
die Kunststoffrohre nach oben heraus und kürzen   
Brett und Rohre entsprechend.  

ACHTUNG: Dies ist unbedingt  
VOR dem Aufstellen des Wandelementes  
durchzuführen!   

R1-R5: Diese dienen als Montagerohre für  
die Elektrokabel der Netzzuleitung, der Saunalampe  
und des Saunaofens, ausgehend vom Steuergerät. 

R1 + R4: für Leitung vom Modul Ofensteuerung  
               zum Saunaofen 

R2 :        für Leitung vom Modul Ofensteuerung  
               zur Bedieneinheit 

R3 :     Reserve 
R5 :     Reserve 
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

18
20
TW

2

18
25
TW

2

W1-910E 

910 x 1916 1 1 

W2-910E 

910 x 1916 1 1 

W4-910E 

910 x 1916 1 1 

W11-500E 

500 x 1916 2 3 

W12-500E 

500 x 1916 - 1 

WZ102-650E 

650 x 1916 1 1 

F104-500 

500 x 1916 2 2 
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

S103-910E 

910 x 1916 1 1 

678 x 1916 1 1 

590 x 1853 1 1 

550 x 1785 2 - 

550 x 2285 - 2 

893 x 1615 2 - 

1142 x 1615 - 2 

18
20
TW

2

18
25
TW

2
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

14/54/1562 1 1 

40/40/1900 3 
40/40/2400 - 3 

40/40/1730 1 1 

40/40/1900 1 - 
40/40/2400 - 1 

40/40/1730 3 3 

40/40/1890 4 4 

14/35/1915 5 7 

18
20
TW

2

18
25
TW

2
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

14/67/1915 3 3 

14/54/1915 1 1 

14/14/1915 6 7 

30/30/1792 2 - 
30/30/2292 - 2 

30/30/1562 2 2 

25/40/520 2 2 

25/40/520 2 2 

18
20
TW

2

18
25
TW

2
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

25/40/80 4 4 

480 x 500 2 2 

400 lang 4 4 

400 lang 4 4 

25/40/200 4 4 

1800 lang 1 1 

1930 lang 1 - 
2430 lang - 1 

18
20
TW

2

18
25
TW

2
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

325 x 240 2 2 

462 x 350 1 1 

595 x 268 1 1 

425 x 165 2 2 

410 x 235 1 1 

18
20
TW

2

18
25
TW

2

615x1000 1 1 

1 1 
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

10 m 2 2 

10m 1 1 
18
20
TW

2

18
25
TW

2

1 1 

1 1 

1 1 

2 2 

2 2 
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

4/90/130 1 1 

5,0 x 80 6 6 

6,0 x 60 20 20 

4,0 x 60 10 10 

4,0 x 40 15 15 

4,5 x 70 50 50 

3,5 x 35 50 50 

18
20
TW

2

18
25
TW

2
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Pos Bild Abmessung 
[mm] 

Anzahl [Stück] 

3,0 x 30 45 45

3,5 x 25 14 14 

1,6 x 30 110 110 

18
20
TW

2

18
25
TW

2

5,0 x 100 2 2 
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